
DIMENSIONS
Product in rolls.
Width: 10, 12, 15, 20, 30 mm, 
etc.

Width: 3, 4, 5 mm
(other on request)

Size tolerance to DIn 7715 part 
2.

INSTALLATION

Wall-Band must be placed 
directly over the rough floor and 
under the partition wall.

FIELDS OF 
APPLICATION

Wall-Band must be installed 
over the walls in continuity 
with soundproofing material 
placed over the rough floor. This 
product separates walls and 
floors, preventing acoustical 
bridges and optimizing footfall 
soundproofing and sound 
insulation of partition walls.

BAND

WALL-BAnD IS ThE VULCAnISED RUBBER BAnD FoR 
ThE PERFECT SoUnDPRooFInG oF WALLS AnD 
FLooRS

MATERIAL

Wall-Band is an agglomeration 
of vulcanised rubber micro- 
granules (density 780 Kg/m3).  
The high elasticity and the 
compressive strength make 
the Wall- Band the band se-
paration strip for excellence. 
It is an essential accessory for 
obtaining high values on soun-
dproofing insulation and on 
acoustic walls insulation.

WALL - BAND

REACTION TO FIRE

normal flammability

PHYSICAL PROPERTIES

•		 Material:	 agglomerated micro-
granules of vulcanised rubber

•	 Density:	780 kg/m3




